MODEL FM1
7 1/16" 10,000 P.S.I. (HANDWHEEL OPERATED)
OPERATION: BI-DIRECTIONAL - SLAB GATE
TO OPEN AND CLOSE: BACKOFF HANDWHEEL 1/4 TURN
(GATE SHOWN IN OPEN POSITION)

DISCLAIMER: THE ACTUAL PRODUCT MAY VARY SLIGHTLY FROM SHOWN SCHEMATIC DUE TO ENGINEERING APPROVED VARIATION.
<table>
<thead>
<tr>
<th>ITEM</th>
<th>DESCRIPTION</th>
<th>QTY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY, FLANGED</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>BONNET</td>
<td>2</td>
</tr>
<tr>
<td>3</td>
<td>HANDWHEEL</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>BONNET SEAL RING</td>
<td>2</td>
</tr>
<tr>
<td>5</td>
<td>STEM, OPERATING</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td>STEM, BALANCE</td>
<td>1</td>
</tr>
<tr>
<td>7</td>
<td>GATE NUT</td>
<td>2</td>
</tr>
<tr>
<td>8</td>
<td>PACKING</td>
<td>2</td>
</tr>
<tr>
<td>9</td>
<td>PACKING RETAINER NUT</td>
<td>2</td>
</tr>
<tr>
<td>10</td>
<td>PACKING RETAINER LOCKNUT</td>
<td>2</td>
</tr>
<tr>
<td>11</td>
<td>GATE, SLAB</td>
<td>1</td>
</tr>
<tr>
<td>12</td>
<td>GATE GUIDE</td>
<td>2</td>
</tr>
<tr>
<td>13</td>
<td>SEAT</td>
<td>2</td>
</tr>
<tr>
<td>14</td>
<td>SEAT SEAL</td>
<td>2</td>
</tr>
<tr>
<td>15</td>
<td>STEM PROTECTOR</td>
<td>1</td>
</tr>
<tr>
<td>16</td>
<td>HOUSING, BALLSCREW</td>
<td>1</td>
</tr>
<tr>
<td>17</td>
<td>BALLSCREW, LH THREAD</td>
<td>1</td>
</tr>
<tr>
<td>18</td>
<td>BEARING SPACER, LOWER</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>BEARING SPACER, UPPER</td>
<td>1</td>
</tr>
<tr>
<td>20</td>
<td>COVER PLATE</td>
<td>1</td>
</tr>
<tr>
<td>21</td>
<td>STEM, ADAPTER</td>
<td>1</td>
</tr>
<tr>
<td>22</td>
<td>GLAND, BACKSEAT</td>
<td>1</td>
</tr>
<tr>
<td>23</td>
<td>HANDWHEEL NUT</td>
<td>1</td>
</tr>
<tr>
<td>24</td>
<td>BEARING, INTERNAL</td>
<td>2</td>
</tr>
<tr>
<td>25</td>
<td>BEARING, EXTERNAL</td>
<td>1</td>
</tr>
<tr>
<td>26</td>
<td>ROD WIPER</td>
<td>1</td>
</tr>
<tr>
<td>27</td>
<td>O-RING</td>
<td>2</td>
</tr>
<tr>
<td>28</td>
<td>BODY GREASE FITTING</td>
<td>2</td>
</tr>
<tr>
<td>29</td>
<td>ALEMITRE GREASE FITTING</td>
<td>3</td>
</tr>
<tr>
<td>30</td>
<td>STUD W/ NUT</td>
<td>24</td>
</tr>
<tr>
<td>31</td>
<td>SET SCREW</td>
<td>5</td>
</tr>
<tr>
<td>32</td>
<td>SET SCREW</td>
<td>4</td>
</tr>
<tr>
<td>33</td>
<td>ROLL PIN</td>
<td>1</td>
</tr>
<tr>
<td>34</td>
<td>CAP SCREW</td>
<td>4</td>
</tr>
<tr>
<td>35</td>
<td>SET SCREW</td>
<td>4</td>
</tr>
<tr>
<td>36</td>
<td>BOLT, HEX HD.</td>
<td>2</td>
</tr>
<tr>
<td>37</td>
<td>O-RING</td>
<td>1</td>
</tr>
</tbody>
</table>